
ANTI FOULING PAINT 

SPECIAL FOR WINE CELLARS 

Contributes to the control of wine effluents 
 

    DEPRO® CIRTEX VITI  
      Odorless 

 
 

 
 
 

 

 

DESCRIPTION 

Anti fouling water based paint. 
Complies with the hygiene and foodstuffs procedures : "Règlement N°852/2004 du 29 avril 2004".  
Particulary recommended for surfaces that requires a important friction or paint leaching resistance. 
Contributes to the control and prevention of sanitary disorders inherent in wine cellars such as dirt, mold or 
fungi.  
 

     Scientist research and development: 

• Laboratoire POURQUERY- Analyze report N° RM02931/RM02931 

1/ Control of the inertia of an article intended to come into contact with foodstuffs. 
2/ Migration spécifique des métaux - Migration spécifique des phtalates. 

 

• Laboratoire EXACT           
1/ Research and determination of Haloanisoles and Halophenols. Analysis reports C200100451. 
2/ Research and dosage of Pesticides. Analysis reports C17111601. 
3/ Research and determination of volatile hydrocarbons (BTX). 
 

• Laboratoire EXCELL           
EXCELL GREEN ZONE label: Interior atmosphere 

 

• Laboratoire VECT’OEUR  - Analyze report CE17040678-10 
1/ Research and determination of polycyclic aromatic hydrocarbons in solid matrices. 
2/ Research and determination of organohalogenic active ingredients in solid matrices. 
3/ Determination of volatile hydrocarbons (BTX) in solid matrices. 

 

 

ECO FRIENDLY PART :  The anti fouling effect contributes to preserve environment as it lowers the 

need in water, disifectants and cleaners produts. 
 

DESTINATIONS 
Complies with the procedures of " Guide to Good Hygiene Practices in the Wine Sector ". 
Complies with the HACCP* procedures.  
Destined to wine and barrel cellars and in all premises where it is necessary to maintain an optimum sanitary 
environment as walls, tanks or bottom of barrels. 
 

ADVANTAGES  
• The presence of anti stick agent combined with urethane alkyd resin allows an efficient and quick cleaning 

and diseinfection of protected surfaces. 

• Odorless 

• Insensitive to dirt such as organic soils, grease, fingerprints. 

• Anti fouling effect that increase global hygien and favorise cleaning an disifection 

• Stable in sun and to UV radiations 

• Huge resistance to wet abrasion 

• Economical solution thanks to the good efficiency and durability 
 

INSTRUCTIONS FOR USE 
When applying in cellars, wine containers should be tightly closed. Resumption of oenological activities 6 
days after application. It is possible to add silica charges from 5% to 10% en weight to have granular finition.  
 

• Application: Shake before use. Unique composant ready to be employed, to apply with 2 coats with : 
▪ Brush or roller: 1st layer dilution up to 3 % water. 2nd pure layer. Viscosity of use: 90'' (+/- 10) CA6 

for white. 
▪ Airless spray: dilution up to 5 % water. Viscosity of use: 60'' (+/- 10) CA6. 
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▪ Pneumatic Pistol: dilution up to 15 % water. Viscosity of use: 25 to 35'' Ca4. 
 

• Theoretical yield: 140 g/m² - Normal thickness of the film: 40 - 60 μm. 
 

• Drying: Touch dry: 2 h. Recoverable: 24 h. Hard to heart for liquid contact 15 days. 
 

• Application: Applies on most surfaces (cement, plaster, cellular concrete, wood, faience, PVC, metal) raw 
or already painted. Exterior/interior, on walls, skirting boards, doors, ceilings. Compatible with the majority 
of existing coatings (contact us). 

 

• Area preparation: the painting area must be clean, healthly and dry, free from any non-adherent material 
that may affect the performance of the coating. The support and its preparation will comply with DTU 59.1. 
In the case of already painted support, a preliminary test is recommended. 
 

Special cases after support preparation: 

▪ On new cement or lime plaster, apply DEPRO® AQUAFIX VITI as a primer. 

▪ On metals, apply a suitable primer: DEPRO® AQUAPRIM VITI. 
 

• Easy maintenance: clean up as soon as stains or other stains appear. 
 

• Note: Immediately rinse the support with clean water after applying a solution of peracetic acid, hydrogen 
peroxide or soda solution. 

- Drying is delayed in cold and wet weather. 

- Sanitation with SANISCAR® TCA. 

- In application on an old paint, proceed to a test 
 

PRODUCT SPÉCIFICATIONS 

• Container Sizes : 5 kg and 20 kg 

• Colours : Zhite, eggshell, clear, RAL, Médiacolor® - specialised colours upon request. 

• Surface finish : Velvet satin 

• Yield : 7 - 8 m2/kg 

• Density : 1,19 (+/- 0.05)  

• Dry extract : 61 % (+/- 3%) 

• AFNOR Rating : Family 1, Class 7b2 

• Storage : To store in a cool, ventilated area 

• Shelf life : Keeps for 12 months in original unopened container.  

• Hygiene and Safety : Please refer to our free Safety Guidelines document, available upon request or 
on our website: www.deproma-viti.com 

 

(*) Information on the level of emission of volatile substances into indoor air, presenting a risk of toxicity by inhalation, on 
a class scale from A + (very low emissions) to C (high emissions).  

(**) HACCP : Hazard Analysis Critical control Point 

 
Waste disposal: Empty the container completely. Recycle or dispose of container in compliance with relevant regulations, 
preferably via a registered waste collector or disposal agency (such as a recycling centre). Do not contaminate soil or 
water with waste products; do not dispose of waste products in the natural environment. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Important : Les renseignements donnés dans cette fiche technique ne peuvent en aucun cas constituer une garantie de notre part et n’entraînent aucune 
dérogation à nos conditions générales de ventes figurant au verso de nos bons de commande. Il appartient à l’utilisateur d’effectuer des essais préalables à 
chaque type d’utilisation et de suivre les préconisations de la fiche du produit. Notre responsabilité ne se substitue, en aucun cas à celle de l’applicateur. Il lui 
appartient de vérifier que cette fiche est toujours en vigueur à la  date d’application du produit concerné. Les consommations données dépendent des conditions 
d’application, de l’absorption du relief, des supports et peuvent varier  de 20 à 30 %. 
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