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DESCRIPTION 
Water based microporous colored stain for the protection and decoration of vertical mineral surfaces (new, old or 
coated concrete). Facilitates cleaning and limits surface fouling. Outdoors, provides long-lasting protection against 
bad weather (dirt and water infiltration). 
 

 

DESTINATIONS 
All usual bases for cellar buildings (sound, dry, compact and clean) indoors and outdoors: rough cast or 
prefabricated concrete, walls, ceilings, cement coatings, plaster, bricks, slates, tiles, terracotta, fiber cement. 
Suitable for application on roofs with a minimum slope of 5%. 
 

 

ADVANTAGES 
Water-repellent and microporous, DEPRO® LASURE BÉTON VITI allows the substrate to breathe in order to 

evacuate the internal humidity of the walls. As the drainage of materials by water is greatly limited, DEPRO® 

LASURE BÉTON VITI contributes to the control of efflorescence (moss, algae, fungi). Makes wall cleaning easy. 

Filling stain easy to apply. Solvent-free, allows working indoors in closed or poorly ventilated rooms. Enhances 
treated raw surfaces. Provides long-lasting protection outdoors thanks to very good weather and UV resistance. 
 

 

 INSTRUCTIONS FOR USE 
Support preparation: comply with DTU 59.3 and current standards: supports must be sound, clean and dry. On roofs, 

eliminate algae with ALGI SCAR®. The old paintings will be washed away. Carry out a test beforehand to determine 

the consumption and the desired final appearance. 
Application: The application is done in two to three layers indoors and in three layers outdoors using a roller, brush, 
airless spray gun (blue nozzle). Climatic conditions of application in accordance with standard NF P74-201-1. Do not 
apply on substrates below 10°C or above 35°C. 
The hygrometry should not exceed 80% relative humidity. Mix well before use. 
Drying at 20°C: Between coats 1 hour. Touch dry: 4 hours. 

 

PRODUCT SPECIFICATION 
• Ready-to-use appearance : Gelled liquid 

• Shades    : Colorless or color chart (see bottom of page) 

• Finishing aspect  : Matte to satin depending on the support and number of coats. 

• Packaging   : 5 L can. 

• Yield    : 5 to 10 m²/L and per coat depending on substrates. 

• Density    : 1.02(+/-0.05) 

• AFNOR rating   : NFT 36 005 Family 1 class 7b2 

• Storage    : 12 months in original unopened packaging protected from frost. 

• VOC (directive 2004/42/EC) : EU limit value for this product (A/f): 130 g/l (2010). 
           This product contains less than 10 g/l of VOC 

• Hygiene and Safety : Please refer to our free Safety Guidelines document, available upon request or on our 
website: www.deproma-viti.com   

 
 
 
 
 

 
 

 
 
 

 
Les couleurs affichées sont indicatives et des différences de couleur peuvent être constatées avec les teintes réelles. 
 
 
Important: The information given in this technical sheet can in no way constitute a guarantee on our part and does not entail any derogation from our general conditions of sale 
appearing on the back of our order forms or on our website. It is up to the user to carry out tests prior to each type of use and to follow the recommendations of the product sheet. 
Our responsibility does not replace, under any circumstances, that of the applicator. It is his responsibility to check that this sheet is still in force on the date of application of the 
product concerned. The given consumptions depend on the absorption of the relief, the supports and can vary from 20 to 30%. 
Réf 04 120                  oct.-22 

 

CONCRETE STAIN 

HYDROFUGE COLORÉ 

ANTI-VERDISSURE 

Noir 
anthracite 

Blanc Bleu 
Provence 

Vert 
bourgeon 

Terre 
d’argile 

Ocre 
jaune 

Terre de 
France 

Ocre 
rouge 

Gris 
cendré 

Rouge 
bourgogne 

Brun 
normand 

HACCP* 

HYGIENE  QUALITY 

Special concrete 
oenological vats 

OUT 


