
  

 

  IMPERMEABLE DECORATIVE WOODSTAIN 
      "Wine-red" Special for bung area 

  DEPRO® LAZUREX VITI  

 
 

  
 

 
 

PRODUCT DESCRIPTION 
 

New generation high-protection wood stain with high binder content. Allows to mask and limit stains on barrels. 

In aqueous phase, DEPRO® LAZUREX VITI “WINE-RED” is free from contaminating olfactory nuisances.  

In compliance with HACCP* practices. In compliance with the "Good Hygiene Practices for the 
Wine Industry" Guide. In compliance with practices outlined in EU Regulation n°852 of April 29th 
2004 on the hygiene of foodstuffs. 
Research and dosage of HALOANISOLES, HALOPHENOLS and LINDANE 
(1)Certificate of use of a product in a wine environment. 

The certificate is awarded on the following bases: The research and dosage of the compounds Halanisoles, 
Halophénols and Lindane as well as the research and dosage of Organochlorinated Pesticides did not make it 
possible to detect quantities of these contaminants wich could generate an organoleptic risk and/or food type 
musty-moldy cap for liquid products likely to be stored in indirect contact with this product. 
 

USES 
 

DEPRO® LAZUREX VITI "WINE-RED" is recommended for the protection of bung area.  

Allows to mask and limit existing stains.  
Contributes actively to the control of biological disorders inherent in cellars. 
 

 ADVANTAGES 
 

Leaves wood grain visible. Quick drying  
Odour-free.  Satin finish.  Easy to clean   
 

INSTRUCTIONS FOR USE 
 

DEPRO® LAZUREX VITI "WINE-RED" should be applied to wood that is dry, clean and free from loose 

particles. Application temperature: 12°C-25°C. DEPRO® LAZUREX VITI "WINE-RED" is ready to use 

when the liquid has a semi-gelified appearance. Stir well before and during use. Apply using a paintbrush or 
roller. 1 or 2 coats according to the state of surface and some tint wished. Wash utensils using water. 
Yield: 1 L can cover about 10 barrels (225 and 228 liters), 9 barrels (330 liters). 

"WINE-RED"  shade, other shades on demand. 

 

PRODUCT SPECIFICATIONS  
 

 Container sizes : 1, 5 and 15 L. Density: 1 (+/-0.05). Dry extract: 50 %. 

 Drying time (at 20 °C): 30 min dust-free. Dry 6 hours. Recoverable 3 hours. Complete Frying 12 hours. 

 Yield: 8 - 12 m²/l depending on wood type. Final appearance: Satin.  

 Storage: Keeps for 12 months in original unopened container. 

 UE limit value for this product (cat.II/Ae) : 130 g/L (2010). This product contains max. 5 g/L COV. 

 Hygiene and Safety: please refer to our free Safety Guidelines document, available upon request or on our 
website: www.deproma-viti.com  

 
 

 
 
 
 

 

Waste disposal: Empty the container completely. Recycle or dispose of container in compliance with relevant regulations, 
preferably via a registered waste collector or disposal agency (such as a recycling centre). Do not contaminate soil or water 
with waste products; do not dispose of waste products in the natural environment.  
 (2) HACCP: Hazard Analysis and Critical Control Points  
Important: The information provided in this document does not in any way constitute a guarantee on the part of the manufacturer, and does not constitute any exemption 
from the Terms and Conditions stated on the reverse of our Purchase Orders. It is the user's responsibility to attempt trial applications before each use and to follow the 
recommendations on the product information sheet. Under no circumstances does the manufacturer assume responsibility for the user. It is the user's responsibility to 
check that the information provided in this document is still accurate at the time of using the product. Product yields depend on the conditions of application and the 
absorbency of the work surface, and may vary by a margin of 20-30%.  
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