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PRODUCT DESCRIPTION 
Microporous varnish designed for sanitary protection and decoration of barrels and casks. 

Free from pentachlorophenol and organochloride derivatives. 

Complies with practices outlined in the: "Good Hygiene Practices Guide for the Wine Industry". 

In compliance with practices outlined in CEE Regulation n°852 of 29/04/2004. 

In compliance with practices relating to the concept of overall migration and inertness as outlined 
in EC Regulations N°s 1935/2004 & 10/2011 of the Commission of January 14th 2011: Migration 
testing for materials intended to come into contact with foods. 

In its original formula, this varnish does not contain phthalates, bisphenol A, alkyphenols, parabens 
or formaldehyde. 

Research and development / scientific studies 

Testing Report N°RE-11/1162, IANESCO Laboratory 05/09/11: Migration testing for materials 
intended to come into contact with foods. Overall migration testing. Suitability for contact with 
alcoholic beverages (Ethanol 70 %, Acetic acid 3 %) 
 

1st microporous cooperage varnish with VOC 0+ (**) 

• Reduced levels of VOC (Volatile Organic Compounds). 

• Plays a major role in the control and prevention of breakdowns in the comb area. 

• Comprises a chemically inert acrylic bond. 
 
 

USES 
• Protection for barrel heads, crozes, chimes and tins. 

• All sensitive areas where olfactory interference is highly undesirable. 

• Recommended for use in conforming to HACCP* practices. 

 

ADVANTAGES  
• Free from pentachlorophenol and organochloride derivatives. 

• Producing no olfactory effect, this covering product may be applied in highly sensitive areas where 
contaminant odours could lead to analytical or organoleptic modifications (barrel storehouses, 
winemaking premises). 

• Plasticised satin finish makes it easy to clean away dirt and incrustation. 

• Quick drying 

• Free from chemical protection treatments on dry filmMicroporeux, 

• DEPRO® VERNIS TONNELLERIE COV0+ VITI is a microporous product allowing surfaces to 

maintain their transfer properties. 

• Excellent resistance in humid conditions (*) HACCP : contrôle des points critiques pour leur maîtrise. 

 
(*) HACCP: Hazard Analysis and Critical Control Points. 
(**)The absence of any quantifiable rejection of solvents and co-solvents allows the product to contribute effectively to preserving 
the quality of the winemaking environment.  
 
 

INSTRUCTIONS FOR USE 
Application zones: wood, all cooperage products, presses, wooden cases. 

Surface preparation: the surface should be clean, in good condition and free from any substance 

that may prevent the product from adhering to it. Ensure that there is no contaminant risk to the varnish 

exterior (smoke, solvents). Do not apply if in doubt. 

Surfaces and their preparation should conform to DTU regulation 59.1, standards NFP 7420 1 and 2 

Stir well before use. 
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Application temperature: Min. surface temp. 7°C - Max surface temp. 30°C. 

Mono-component product, easily applied in 1 or 2 coats; 1st coat at 5% water dilution. 

Application tools: Brush, roller, airless or pneumatic paint gun. 

Diluent: water 

Drying 20°C (and 65% RH): Dust-dry in 20mn. Touch dry in 30mn.  

Ready for re-coating after 4-6 hours. 

 

PRODUCTS SPECIFICATIONS 
• Yield :    7 - 9 m² kg / layer.  

• Finish appearance :  luminous satin. 

• Density :    1.02 +/-0.05 g / cm3  

• Dry extract in weight :  63 +/- 0.05 %. 

• Packaging :   1, 5 and 30 Liters 

• AFNOR transport :   Group 1 Class 7b2. 

• Shelf life :   Keeps for 12 months in original unopened container away from cold. 

• Hygiene and safety :  Safety data sheet available for free on request. 
 
 
 
Waste disposal: Empty the container completely. Recycle or dispose of container in compliance with relevant regulations, 

preferably via a registered waste collector or disposal agency (such as a recycling center). 

Do not contaminate soil or water with waste products; do not dispose of waste products in the natural environment. 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Important: The information provided in this document does not in any way constitute a guarantee on the part of the manufacturer, and does not constitute any 
exemption from the Terms and Conditions stated on the reverse of our Purchase Orders. It is the user's responsibility to attempt trial applications before each use 
and to follow the recommendations on the product information sheet. Proceed with these product application guidelines while taking into account your responsibility 
concerning individual user factors such as application methods and conditions (temperature, air atmosphere, etc.). Under no circumstances does the manufacturer 
assume responsibility for the user. It is the user's responsibility to check that the information provided in this document is still accurate at the time of using the 
product. Product yields depend on the conditions of application and the absorbency of the work surface, and may vary by a margin of 20-30%. 
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